
 

首页 关于公司 条码产品 自主开发 应用方案 下载中心 条码

   条码产品 

 条码扫描器

美国intermec 

美国Symbol

意大利Datalogic

台湾Gyoung

美国HHP(honeywell)

日本Opticon

美国Microscan

美国Metrologic

台湾IMC

美国PSC

新大陆nls

日本东研tohken

 条码打印机

美国Intermec

日本Toshiba-Tec 

美国斑马Zebra 

日本佐藤Sato 

日本Ring 

美国Datamax 

台湾Godex

台湾TSC

日本西铁城Citizen

日本新盛shinsei

德国CAB

美国科立得Cognitive

 数据采集终端

美国intermec 

美国Symbol

日本Casio 

美国Metrologic

台湾Gyoung

日本keyence

福建新大陆 

美国双成

韩国蓝鸟bluebird

韩国M3

 无线局域网

美国intermec 

   日本DENSO条形码扫描器 > DENSO QB20条形码扫描器 

DENSO QB20 条码扫描器 

The QB 20 is a compact stationary scanner designed to be capable of reading moving labels, and it can also be built 

onto a device, performing well with a variety of tasks.  

In addition to popular linear barcodes the QB20 decodes both stacked and matrix 2D barcodes including PDF417, 

Maxicode and QR Code.  

Features  

Decodes popular 2D symbologies and linear Barcodes  

Omnidirectional orientation makes imaging barcodes easier  

Compact Design Suitable for Building onto a Device  

Capable of reading moving labels  

Easy setup  

36 months return to base warranty  

Specifications  

Reading area  

Readable codes 2D Code QR code, Micro QR code, PDF417  

Bar code UPC-A/E, EAN-13/8, CODE39, NW-7, ITF, CODE128  

Minimum resolution 2D Code 0.25mm  

Bar code 0.15mm  

Standard reading position 25mm  

Scanning area 47 x 35mm  

PCS value 0.45 or above  

Skew angle 360 degrees  

Elevation/inclination ±15 degrees  

External input/output  

Input Trigger  

Output OK/Not OK, external lighting synchronizing signal  

Communication interface  

Type RS-232C  

Communication speed 115.2 kbps MAX.  

Connector D-sub15n  

Power  

Rated voltage DC 5V, 1A  

Environmental conditions  

Operating temperature limits 0 to +40 degrees Celsius  

Operating humidity limits 10 to 85% RH (without dews)  

关 闭
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 不干胶标签

 激光打印标签

 条码碳带 

IMC系列碳带

标准腊基碳带

混合基碳带

树脂基碳带

水洗布专用树脂碳带

 条码打印软件

 条码检测仪

 条码打印机配件

Operating luminance 3,000 lux or less (under a daytime fluorescent lamp) 

Weight  

(excluding a cable) 320g 
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