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Symbol PTC 710数据采集器  

 

 

[产品简介及详细技术参数]： 

SYMBOL PTC 710 Physical Characteristics 

SYMBOL PTC 710 Performance Characteristics 

 

SYMBOL PTC 710 Communications  

SYMBOL PTC-710 Peripherals  

 

Dimensions:  
7.0 in. (17.8 cm) L x 3.18 in. (8.1 cm) W x 1.5 

in. (3.8 cm) D  

Weight:  19.2 oz. (.54 kg)  

Operating Temperature:  32 to 120F (0to 49C)  

Storage Temperature:  -20 to 160癋 (-28to 71癈)  

Humidity:  0-95% noncondensing  

Electrostatic Discharge 

(ESD):  
To 15 KV  

Display:  

4-line x 16-character LCD; 5 x 7 dot matrix; 127 

x 32 pixel graphic display optional; White EL 

backlight; Keyboard-controlled contrast  

Keyboard:  
45-key elastomer: Full alphanumeric (non-shift); 

35-key or 24-key elastomer optional  

Microprocessor:  V20H/80C88; 5 MHz clock rate  

Operating System:  
TCOS MicrosoftMS-DOS5.0; RamSaverextensions to 

MS-DOS/font>  

Memory:  
64 KB application EPROM; 128 KB, 512 KB, 1 MB, 2 

MB RAM  

Power:  
Three AA NiCd batteries standard; Alkaline 

batteries optional  

Real - Time Clock:  
Continuous operation; Time stamping is software 

configurable  

One-way Acoustic:  
Up to 1200 bps asynchronous; 202/V.23 (1200 bps); 

103/V.21 (300 bps)  

Local:  
One-way or two-way built-in RS-232 up to 38.4 

Kbps asynchronous (MS-DOS OS)  

Optional Built-in Two-

way Communication via 

RJ-11 Supports:  

V.22bis (2400 bps) with MNP Class 5 error 

correction and data compression 202/V.23 (1200 

bps); 103/V.21 (300 bps)  

Multiple Communication 

Cradles:  

Each containing up to 4 Telxon PTC-710 s can be 

used to upload and download programs and data, 

they also serve as multi-cavity, overnight 

battery chargers  

Bar Code Scanner:  
Detachable pencil wand, CCD and laser scanner 

supported  

Printers:  Supports Symbol's family of portable printers  

关 闭
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